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PRECIOSA Villa™
COSTUME JEWELRY 

MADE FROM GLASS PYRAMIDS

DESIGN BY IVA MASTNÍKOVÁ

PRECIOSA ORNELA introduces seed beads and beads from the 
PRECIOSA Traditional Czech Beads brand.

PRECIOSA VillaTM Pressed Bead
ART No. 111 01 341
Size 6 x 13 mm
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The slim glass pyramids can be used according 
to this new PRECIOSA ORNELA tutorial to easily 
and interestingly combine the components 
for a necklace, a bracelet or earrings with the 
new PRECIOSA Villa™ beads which stand out 
excellently thanks to their various types 
of surface finishes. The very low position 
of the hole in the bead enables the connection 
of individual beads and sewing around them with 
small PRECIOSA beads and seed beads. 
This bead supplements the line of fashion 
and popular costume jewelry accessories 
and unveils further options in the production 
technology used for pressed beads. 
It is suitable for all types of surface finishes. 
The edges of the pyramids especially stand out in 
opaque colors or when used with all-over surface 
finishes. 
We wish you much inspiration when working 
with Czech beads and seed beads and joy from 
your own creations.

Materials and Tools:

Earrings
PRECIOSA Villa™(V)
111 01 341; 6 x 13 mm; 
00030/26536 (10x) 
PRECIOSA Rocaille (R)
331 19 001; 11/0; 78102 (4x)

The necklace on a wire
PRECIOSA Villa™(V)
111  01 341; 6 x 13 mm; 
00030/26536 (232x)

A necklace on a ring
111 01 341; 6 x 13 mm; 
00030/28101(60x) 

Step 2:
The earrings:
When creating the basic component consisting 
of four V, also string two loops of the fine chain. 
Thread an earring hook through the free loop in 
the chain. Also connect the bottom of the bead 
(V) to the created component. String 1x R11, 
1x V onto the needle and line, thread it between 
the connected 4x V, string 1x R11 again and then 
thread the needle and the line back once more. 
Connect both ends of the line with a double knot, 
pull it into the holes in the beads and cut them 
off (fig. no. 3).

The necklace on a wire:
Thread the created components onto the wire 
(58x) which you should then finish off with the 
tips. Thread the wire through the openings 
in the tips, affix them on both sides with 2x metal 
crimping beads and hide them in the tip’s bowl, 
to which the metal parts for the fastening are 
them attached (fig. no. 4).

The bracelet
PRECIOSA Villa™(V)
111  01 341; 6 x 13 mm; 
00030/26441(88x)
PRECIOSA Rocaille (R)
331 19 001; 8/0; 20206 (44x)

Metal parts:
earring hooks, a fine chain, rings, a wire, metal 
crimping beads, tips, costume jewelry metal 
fastenings, a necklace ring with a fastening 

a threading needle, scissors, needle nose pliers,
0.20 mm nylon

Difficulty:

Procedure:

Step 1:
Prepare the basic components by stringing 4x V. 
Put them together according to fig. no. 1 and 
no. 2. Thread the needle and the line through all 
four beads once again, connect both ends of the 
line with a double knot, pull it into the holes 
in the beads and cut them off. 

The necklace on a ring:
Thread the created components onto the 
necklace ring. String a total of 15 components 
created from four V (fig. no. 5).

The bracelet:
String 22x assembled glass components onto 
a flexible stringing material and string 2x R89 
between each assembled component. 
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